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Actuators

D24-140-(A)
Power Supply  Operating Voltage 20 to 30VAC at 50/60 Hz or 24VDC ±10%

Power Consumption 6.5 VA
Equipment Rating Class 2
Input Signal 24VAC at 50/60 Hz or 24 DC

Factory Setting  Terminals 1 and 2, CW rotation 
  Terminals 1 and 3, CCW rotation

Auxiliary Features  Dual Auxiliary Switch (-A) Option 
Two Single-Pole, Double-Throw (SPDT) switches rated at 24VAC 1.5 A inductive, 
3.0 A resistive; 35.0 VA maximum per switch, Class 2 

Torque 140 in-lbs. 
Runtime for 90° of Rotation 80 Seconds at 50% rated load,

70 to 115 seconds for 0 to 140 in-lbs. 
Rotation Range  0-90°, in 5 degree increments, mechanically limited to 93�  
Mounting Shaft Size 3/8” to 3/4” (10 to 20 mm) Diameter Round Shaft or a 

3/8” to 5/8” (10 to 16 mm) Square Shaft 
Enclosure  NEMA 2, IP42
Manual Override External Push Button
Ambient Conditions Operating Temperature  -4�F to 122°F (-20�C to 50°C) 

Storage and transport Temperature -40�F to 186°F (-40�C to 86°C)
Ambient Humidity (non-condensing) 95% RH 

Agency Certification  UL Listed, File E27734, CCN XAPX CSA Certified, File LR85083, Class 3221
Connection Screw terminals for 22 to 14 AWG; max of two 18, 20, or 22 AWG per terminal
Life Cycle 100,000 Full Stroke Cycles;  2,500,000 Repositions at Rated Running Torque
Noise Rating 45 dBA at 1 meter
Dimensions 7.09” (L) x 3.94” (W) x 2.54” (H)
Weight  2.9 lbs.
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Tri-State, 3-Position Control Wiring

On/Off, 2-Position Control Wiring

Auxiliary Switches (-A) Optional
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SPECIFICATIONS

DM24-140-(A)
Power Supply  Operating Voltage 20 to 30VAC at 50/60 Hz or 24VDC ±10%

Power Consumption 6.5 VA
Equipment Rating Class 2
Input Signal 0(2) - 10VDC, 0 (4)-20mA

Input Impedence Voltage Input 205,000 Ohms for 0(2) - 10VDC
  410,000 Ohms for 0(4) - 40mA

Current Input 500,000 Ohms  
Feedback Signal 0 -10VDC or 2-10VDC for 90°(10VDC at 1mA) 

Corresponds to input signal span selection.
Auxiliary Features  Dual Auxiliary Switch (-A) Option Two Single-Pole, Double-Throw (SPDT) switches 

rated at 24VAC 1.5 A inductive, 3.0 A resistive; 
35.0 VA maximum per switch, Class 2  

Torque 140 in-lbs. 
Runtime for 90° of Rotation  80 Seconds at 50% rated load,

70 to 115 seconds for 0 to 140 0 in-lbs. 
Rotation Range  0-90°, in 5 degree increments, mechanically limited to 93�  
Mounting Shaft Size 3/8” to 3/4” (10 to 20 mm) Diameter Round Shaft or 

a 3/8” to 5/8” (10 to 16 mm) Square Shaft
Enclosure  NEMA 2, IP42
Manual Override External Push Button
Ambient Conditions Operating Temperature   -4�F to 122°F (-20�C to 50°C)  

Storage and transport Temperature  -40�F to 186°F (-40�C to 86°C)
Ambient Humidity (non-condensing) 95% RH

Agency Certification  UL Listed, File E27734, CCN XAPX CSA Certified, File LR85083, Class 3221
Connection Screw terminals for 22 to 14 AWG; max of two 18, 20, or 22 AWG per terminal
Life Cycle 100,000 Full Stroke Cycles;  2,500,000 Repositions at Rated Running Torque 
Noise Rating 45 dBA at 1 meter
Dimensions 7.09” (L) x 3.94” (W) x 2.54” (H)
Weight  2.9 lbs.
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SPECIFICATIONS

Non Spring Return Valve and Damper Actuators




