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Power Supply Operating Voltage  24VAC, ±20% at 50/60 Hz
Power Consumption 6 VA

Equipment Rating  Operating Voltage  Class 2, in accordance with UL/CSA
Plenum Type Actuators Class 2, in accordance with UL/CSA as whole device

Auxiliary Features  Dual auxiliary switches (-A) Option AC Rating (standard cable)  
24 to 250VAC, AC 6A resistive, AC 2A general purpose
AC Rating (Plenum cable) 24VAC, AC 4A resistive, AC 2A general purpose
DC Rating (Standard/Plenum cable)  12 to 30VDC, DC 2A

Switch Range Switch A  0 to 90° with 5° intervals   Recommended Range Usage     0 to 45°
   Factory Setting           5°
Switch B  0 to 90° with 5° intervals Recommended Range Usage     45 to 90°
   Factory Setting           85°
Switching Hysteresis  2°

Torque 310 in-lbs.
Runtime for 90° of Rotation  150 seconds at 50/60 Hz

Nominal Angle of Rotation  90°
Maximum Angular Rotation  95°

Mounting Shaft Size 3/8” to 1” diameter, 1/4” to 5/8” square, 
Min. Shaft Length 3/4”

Enclosure  NEMA 2 in Vertical Position to 90° to the left and right of vertical
Material - Die Cast Aluminum Alloy
Gear Lubrication - Silicone Free

Manual Override External Push Button
Ambient Conditions  Operation Temperature  -25°F to 130°F (-32°C to 55°C)

Storage and transport Temperature -40°F to 158°F (-40°C to 70°C)
Ambient Humidity (non-condensing)  95% RH

Agency Certification  UL listed to UL873, C-UL certified to Canadian Standard, C22.2 No. 24-93
Connection Pre-Cabled 18 AWG, length 3 feet, (-P) Plenum
Life Cycle Designed for over 50,000 full strokes and 5,000,000 repositions 

at rated torque and temperature
Noise Rating <45 dBA at 1 meter
Dimensions 11.81” (L) x 3.94” (W) x 3.38” (H)
Weight  4.4 lbs.

Ground

Ground * GND
(GREEN/YELLOW)

* Only on versions with dual auxiliary switches and standard cable

* GND
(GREEN/YELLOW)

* Only on versions with dual auxiliary switches and standard cable
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Switch A-Common Switch A - N.C.

Switch A - N.O.

Switch B-Common Switch B - N.C.

Switch B - N.O.

S2 (GRAY/BLUE)

S1 (GRAY/RED) S3 (GRAY/PINK)

S4 (BLACK/RED)

S5 (BLACK/BLUE)

S6 (BLACK/PINK)

Auxiliary Switches (-A) Optional
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On/Off, 2-Position Control Wiring

(+) 24VAC

DC24-310-T(AP)

Neutral (-)

SPECIFICATIONS

Power Supply Operating Voltage 24VAC ±20% at 50/60 Hz
Power Consumption 6 VA

Input Signal Voltage-Input  0 to 10VDC
 Input Resistance  >100K Ohms
 Current-Input  DC 4 to 20 mA
 Input Resistance  500 Ohms

Feedback Signal  Position Output Signal
 Voltage-Output  0 to 10VDC
 Max. Output Current  DC 1mA

Equipment Rating  Operating Voltage, Input Signal and Class 2, in accordance with UL/CSA
Position Output Signal
Plenum Type Actuators as a Whole Device Class 2 in accordance with UL/CSA

Auxiliary Features  Dual Auxiliary Switch (-A) Option 
Contact Rating  Standard Cable  6 A resistive, 2 A inductive

 Plenum Cable  4 A resistive, 2 A inductive
Voltage  Standard Cable  24 to 250VAC/24 VDC

 Plenum Cable  24VAC/VDC
Switch Range Switch A  0 to 90° with 5° intervals

 Recommended Range Usage     0 to 45 °     Factory Setting   5°
Switch B  0 to 90° with 5° intervals
 Recommended Range Usage     45 to 90°    Factory Setting   85°
Switching Hysteresis  2°

Torque 310 in-lbs.
Runtime for 90°of Rotation  150 seconds

Nominal Angle of Rotation  90°
Maximum Angular Rotation  95°

Noise Rating <45 dBA
Mounting Shaft Size 3/8” to 1” diameter, 1/4” to 5/8-inch Square, Minimum shaft length 3/4”
Enclosure  NEMA 2 in Vertical Position to 90° to the left and right of vertical

Material - Die Cast Aluminum Alloy
Gear lubrication - Silicone Free

Manual Override External Push Button
Ambient Conditions  Operation Temperature   -25°F to 130°F (-32°C to 55°C)

Storage and transport Temperature -4°F to 158°F (-40°C to 70°C)
Ambient Humidity (non-condensing)  95% RH.

Agency Certification UL listed to UL873, C-UL certified to Canadian Standard, C22.2 No. 24-93
Connection Pre-Cabled 18 AWG, length 3 feet, (-P) Plenum
Life Cycle Designed for over 50,000 full strokes and 5,000,000 repositions at rated torque and temperature
Dimensions 11.81” (L) x 3.94” (W) x 3.38” (H) 
Weight  4.4 lbs.

(+) 24VAC

0-10VDC

0-10VDC

(-) Neutral

8 (GRAY)

9 (PINK)

2 (BLACK)

1 (RED)

Position Indication

Switch A-Common Switch A - N.C.

Switch A - N.O.

Switch B-Common Switch B - N.C.

Switch B - N.O.

S2 (GRAY/BLUE)

S1 (GRAY/RED) S3 (GRAY/PINK)

S4 (BLACK/RED)

S5 (BLACK/BLUE)

S6 (BLACK/PINK)

Auxiliary Switches (-A) Optional

Ground * GND
(GREEN/YELLOW)

* Only on versions with dual auxiliary switches and standard cable

DCM24-310-(AP) SPECIFICATIONS

Non Spring Return Valve and Damper Actuators




